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Wiring Configuration
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Sealed Enclosure

T Corco sollad, Clorure scolbe. Abgedhiats Emschiotung

THUNDER 755
TR7510-44

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX.

Net Internal Volume: 0.75 ft*

Parts List
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Parameters

THUNDER 755
TR7510-44

Los parametros, Parameires, Poramelor

Fg: 42.00 Hz
Qg 4.26

g 0.091 mmiN

Mpg: 157.80 g

Rpyg 978 kgls

Vagi 0.562 1 (15.91 liters)
Xmax: 0630 in (16.00 mm)
0:8.340n (211.84 mm)
S4: 54.71 in* (352.99 cm)
Vy: 34.46 in’ (0.56 litors)
Qgg: 0.69

R 1.580

B:9.74Tm

Prms: 400 Watts

Qi: 0.594

ny:0.164 %

SPLo: 85.90 dB.

SPL 2 g3y/1m: 92.90 dB

Specifications
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Recommended Power Rating of 200 - 400 Watts RMS

La Potencia nominal recomendada, Le Pouvoir recommandé Evaluant, Empfohlene Kraft Einzuschatze

THUNDER 7555
TR7510-44
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Vented Enclosure

“Descarger Cerco, Cidturs donmare vent Vented Emschiotung.

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared 1o sealed enclosures (3dB or more), MTX
recommends using a vented enclosure.  All
recommended enclosures have been designed and
thoroughly tested by MTX
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Net Internal Volume: 1.45 ft*

Parts List

'a Lista de partes, Liste do partes, Ersatzeiiste
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