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Wiring Configuration

"o Configuracion ool aambraco, La Configuracion gol alambrado, Verarantonde Komhguration
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Sealed Enclosure

'ET Corco sollado, Ciblure scolbos, AbGedhiete Emschienung

THUNDER 755
TR7515-22

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX.
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Parameters

THUNDER 755
TR7515-22

Los parametros, Paramétros. Parameter

Fg:28.00 Hz
Qg 4.00

Crmg: 0.096 mmiN

Mpg: 327.20 g

Rins:14.80 kg's

Vye 3.655 1 (103.50 lters)
Xm: .630 in (16.00 mm)
D:13.140in (333.76 mm)
$4:135.80 in* (876.13 cn’)
Vg: 85.54 in® (1.40 liters)
Qqy: 0.56

Rg 0.77 0

8;:8.90 Tm

Prms: 600 Watts

Q2 0.491

N0:0.407 %

SPLo: 88.07 dB.

SPL 3 g3y/qm: 95.23 4B

Specifications

s Las especificaciones , Spéctlications. Spezifikationen

- 157/16" -

896"

- 1315016 -

Recommended Power Rating of 300 - 600 Watts RMS

La Potencia nominal recomendada, Le Pouvoir recommandé Evaluant, Empfohlene Kraft Einzuschatze
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THUNDER 755
TR7515-22
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Vented Enclosure

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure. Al
recommended enclosures have been designed and
thoroughly tested by MTX
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