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Wiring Configuration

THUNDER 755
TR7515-44
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Sealed Enclosure

] Corco solad, CIoturo scollbe, Abgodchielo Emschionung

producton e at MTX com.
1300.556.2888or 60832560 for spesker RA's.

THUNDER 755
TR7515-44

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure.  All
recommended enclosures have been designed and
thoroughly tested by MTX
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Net Internal Volume: 1.75 ft*
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[A] - 3/4" (19mm) MDF [B] - 3/4" (19mm) MDF
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[C] - 3/4" (19mm) MDF [D] - 3/4" (19mm) MDF
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Parameters

THUNDER 755
TR7515-44

Los paramolros, Parametros. Parametor

max: 0630 in (16.00 mm)
0:13.140 in (333.76 mm)
$4:135.80 in’ (876.13 cm’)
Vg: 85.54 in’ (1.40 lters)

SPL 5 g3v/im: 93.60 8

Specifications

Las especiicaciones, Spécilcatons, Spezitkatonen
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Recommended Power Rating of 300 - 600 Watts RMS

Evaluant, Einzuschatze
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Vented Enclosure

Doscargar Corco, Cloturs donnors vant, Ventod Emschiotung.

THUNDER 755
TR7515-44

For the best possible sound quality where space is a
premium, MTX recommends using a sealed enclosure.
For excellent sound quality with increased output
compared to sealed enclosures (3dB or more), MTX
recommends using a vented enclosure.  All
recommended enclosures have been designed and
thoroughly tested by MTX.
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Net Internal Volume: 2.48 ft*
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[A] - 3/4" (19mm) MDF (B] - 3/4" (19mm) MDF (C] - 3/4" (19mm) MDF
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[D] - 3/4" (19mm) MDF [E] - 3/4" (19mm) MDF [F] - 3/4" (19mm) MDF
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